New KAMA-365 tire range for
passenger car and light truck

Nizhnekamsk, May 2020
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HK-241 HK-242 HK-243

KAMA-365 (HK-241) — for passenger cars
KAMA-365 SUV (HK-242) — for sports utility vehicles (SUV)
KAMA-365 LT (HK-243) — for light trucks

New range of tires with extended temperature operating range in light frost and mild winter climate conditions. Developed and successfully

implemented to replace obsolete Kama tires. Fully compliant with current regulatory and legal requirements. Available in three ranges
(passenger car, light truck and off-road tires) in 13 sizes from 13 to 16 inches.

KAMA-365 tire range =
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KAMA-365 (HK-241) product line:
155/65R13 (73 T)
175/70R13 (82 H)
175/65R14 (82 H)
185/60R14 (82 H)
185/65R14 (86 H)
185/70R14 (88 T)
195/65R15 (91 H)
205/55R16 (91 H)

The new tire range will gradually replace the
following models in the product portfolio:

KAMA-205;

KAMA-208;

KAMA-217;

KAMA-230;

KAMA-234;

KAMA-NIKOLA;

KAMA EURO-224;

KAMA EURO-236.

KAMA-365 (HK-241) product line e e L




A table of KAMA-365 (HK-241) tire technical characteristics
compared with analogue KAMA-217 tire

Standard size

Tread pattern type
Maximum load capacity
Maximum speed

Ambient temperature

Additional labelling - VIS
Improved tire profile - v
New rubber compound composition - \
External noise level 72dB 70dB
[{@E Fuel efficiency F F
[@: Wet grip index B B
&

Comparative analysis of KAMA passenger tire characteristics =
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KAMA-365 SUV (HK-242) product line:
205/70R15 (96 T)
185/75R16 (95 T)
215/65R16 (102 Q)
215/70R16 (100 T)

The new tire range will gradually replace the
following models in the product portfolio:

KAMA-214;

KAMA-232;

KAMA-235.

KAMA-365 SUV (HK-242) product line e e L




A table of KAMA-365 (HK-242) tire technical characteristics
compared with analogue KAMA-232 tire

Standard size

Tread pattern type

Maximum load capacity 95(690) 97(730)
Maximum speed
Ambient temperature +2to+55C° -10to + 55 Ce
—1 —1
Additional labelling — Ve
Improved tire profile - v
New rubber compound composition - \
External noise level 74dB 72dB
Fuel efficiency G F
[{@z) Wet grip index C C
&
&

Comparative analysis of KAMA passenger tire characteristics of SUV class Bt g e B oy




KAMA-365 LT (HK-243) product line:
185/75R13C (96 N)
175R16C (98/96 M)

185/75R16C (104/102Q)

195/75R16C (107/105Q)
*185R14C
195R14C

* New items of 2021

The new tire range will gradually replace the
following models in the product portfolio:

KAMA-218;

KAMA-231;

KAMA-301.

KAMA-365 LT (HK-243) product line e e L




A table of KAMA-365 (HK-243) light truck tire technical
characteristics compared with analogue KAMA-218 tire

Standard size

Tread pattern type
Maximum load capacity

Maximum speed M(130) N(140)
—1 —
Ambient temperature + 21635 C° -10o+55 Ce
Additional labelling - M+S
Improved tire profile - v
New rubber compound composition - \
External noise level 74dB 72dB
Fuel efficiency G F
[{@z) Wet grip index C C
&
&

Comparative analysis of KAMA light truck tire characteristics =
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